
SNEP® PURO
- Flow of light
SNEP® Puro – sustainable light that flows from one space to another.

SNEP® PURO – Flow of Light, is a low-carbon luminaire made of recycled aluminum, designed for durability as well
as easy maintenance and recyclability. It oers versatile solutions for various needs: choose from either low-glare
microprismatic optics or energy-eicient opal optics. The luminaire is available in three lengths and in continuous
rows of up to 40 meters, with customizable light distribution for downlight or up/downlight. Extensive support for
control technologies ensures high lifecycle eiciency in all environments.
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Product info

IP-class IP20

Mechanical impact resistance (IK-class) IK06

Shielding class I

Ambient temperature Ta 0...+40°C

Voltage 200-240 Vac

Power Factor >0.95

Frequency 0/50/60 Hz

Frame structure Luminaire frame recycled Purso Greenline aluminium profile, end caps die casted aluminium

Colour White RAL 9016 or black RAL 9005 fine texture paint

Optical cover / Optics Injection molded PMMA optics and shade

CRI / CCT • 3000K, CRI > 80
• 4000K, CRI > 80
• 5000K, CRI > 80
• 3000K, CRI > 90
• 4000K, CRI > 90
• 5000K CRI > 90
• 2700-6500K CRI > 90, tunable white

Control • On/O
• DALI
• Pull Switch (dimmable with pull cord)
• DALI tunable white
• Dual channel DALI for separate up and down light
• Separate DALI up light and Pull Switch down light
• Separate Pull switch up light and Pull Switch down light
• Philips MasterConnect Low Bay PIR and day light, IP20, white
• Philips MasterConnect Low Bay PIR and day light, IP20, black
• Philips MasterConnect-control, IP20, white
• ActiveAhead Low Bay PIR and day light, IP20, white
• ActiveAhead Low Bay PIR and day light, IP20, black
• ActiveAhead-control, IP20, white
• ActiveAhead-control, IP20, black
• Casambi Low Bay PIR and day light, IP20, white
• Casambi Low Bay PIR and day light, IP20, black
• Casambi, IP20, white
• Casambi, IP20, black
• Casambi, tunable white, IP20, white
• Casambi, tunable white, IP20, black
• Casambi LowBay PIR and day light, tunable white, IP20, white
• Casambi LowBay PIR and day light, tunable white, IP20, black
• Philips MasterConnect, tunable white, IP20, white
• Philips MasterConnect LowBay and day light , tunable white, IP20, white
• Philips MasterConnect LowBay and day light , tunable white, IP20, black

Installation method Pendant installation with 3m wires or directly to surface/ceiling or continuous line installation either to
pendant or to surface/ceiling installation

Lumen maintenance L80B50 100 000h

Failure rate 100 000h / 10 %

Warranty 5 years
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Length A 1142mm, 1422mm tai 2260mm, B 73mm, C 83mm. In continuous installation up to 40m.

Classifications

            

Optics

Down light microprismatic Down light opal Down light microprismatic
70% and wide

lens up light 30%

Down light microprismatic
50% and wide

lens up light 50%

Down light microprismatic
30% and wide

lens up light 70%

Down light opal 70% and
wide lens up light 30%

Down light opal 50% and
wide lens up light 50%

Down light opal 30% and
wide lens up light 70%

Separate control down
light microprismatic 70%

and wide lens up light 30%

Separate control down
light microprismatic 50%

and wide lens up light 50%

Separate control down
light microprismatic 30%

and wide lens up light 70%

Separate control down
light opal 70% and

wide lens up light 30%
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Separate control down
light opal 50% and

wide lens up light 50%

Separate control down
light opal 30% and

wide lens up light 70%

Connections

Connection cable up Connection to the terminal
block, through cabling possible

Universal 3-phase track adapter
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Luminaires

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K DM 1139mm 83mm 73mm 2.6kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

DM 840LO1 16W 2350 16 147 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

DM 840LO1 21W 3100 21 148 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

DM 840LO1 27W 3950 27 146 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

DM 840LO1 33W 4800 33 145 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

DM 840LO2 40W 5600 40 140 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

DM 840LO2 45W 6250 45 139 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

DM 840LO2 52W 7000 52 135 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K DM 1139mm 83mm 73mm 2.6kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

DM 840HO1 20W 3200 20 160 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 840HO1 27W 4200 27 156 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 840HO1 32W 5100 32 159 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 840HO2 39W 6150 39 158 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 840HO2 47W 7200 47 153 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 840HO2 54W 8200 54 152 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 840HO2 62W 9350 62 151 0…+40°C L80B50>91000h,
L90B50>45000h 100 000h / 10%
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Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K DM 1419mm 83mm 73mm 3.2kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

DM 840LO1 20W 3000 20 150 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

DM 840LO1 26W 3950 26 152 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

DM 840LO1 34W 5100 34 150 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

DM 840LO2 42W 6200 42 148 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

DM 840LO2 51W 7250 51 142 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

DM 840LO2 58W 8000 58 138 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

DM 840LO3 67W 9000 67 134 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K DM 1419mm 83mm 73mm 3.2kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

DM 840HO1 25W 4100 25 164 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 840HO1 34W 5400 34 159 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 840HO2 41W 6550 41 160 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 840HO2 50W 7900 50 158 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 840HO2 59W 9250 59 157 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 840HO3 69W 10550 69 153 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 840HO3 80W 12000 80 150 0…+40°C L80B50>91000h,
L90B50>45000h 100 000h / 10%
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Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K DM 2257mm 83mm 73mm 5.2kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

DM 840LO1 31W 4700 31 152 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

DM 840LO2 41W 6150 41 150 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

DM 840LO2 54W 7950 54 147 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

DM 840LO3 66W 9650 66 146 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

DM 840LO3 79W 11250 79 142 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

DM 840LO4 89W 12450 89 140 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

DM 840LO4 102W 13950 102 137 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K DM 2257mm 83mm 73mm 5.2kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

DM 840HO1 39W 6350 39 163 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 840HO1 52W 8400 52 162 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 840HO1 64W 10200 64 159 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 840HO1 77W 12250 77 159 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 840HO2 91W 14400 91 158 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 840HO2 105W 16400 105 156 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 840HO2 123W 18700 123 152 0…+40°C L80B50>91000h,
L90B50>45000h 100 000h / 10%
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Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K U5D5M 1139mm 83mm 73mm 2.8kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

U5D5M 840LE1 26W 4150 26 160 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

U5D5M 840LE1 30W 4700 30 157 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

U5D5M 840LE1 35W 5500 35 157 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

U5D5M 840LE2 40W 6200 40 155 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

U5D5M 840LE2 52W 7900 52 152 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

U5D5M 840LE3 65W 9600 65 148 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K U5D5M 1139mm 83mm 73mm 2.8kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

U5D5M 840HE1 26W 4250 26 163 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U5D5M 840HE1 29W 4850 29 167 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U5D5M 840HE1 34W 5650 34 166 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U5D5M 840HE1 39W 6450 39 165 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U5D5M 840HE1 48W 8000 48 167 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U5D5M 840HE1 58W 9500 58 164 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U5D5M 840HE2 68W 10900 68 160 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U5D5M 840HE2 78W 12300 78 158 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%
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Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K U7D3M 1139mm 83mm 73mm 2.8kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

U7D3M 840LU1 36W 5950 36 165 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U7D3M 840LU1 44W 7000 44 159 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U7D3M 840LU1 59W 9200 59 156 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K U3D7M 1139mm 83mm 73mm 2.8kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

U3D7M 840HD1 30W 4850 30 162 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U3D7M 840HD1 44W 7150 44 163 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U3D7M 840HD1 59W 9350 59 158 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U3D7M 840HD2 78W 11950 78 153 0…+40°C L80B50>100000h,
L90B50=92000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K U5D5M 1419mm 83mm 73mm 3.7kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

U5D5M 840LE1 33W 5300 33 161 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

U5D5M 840LE1 38W 6100 38 161 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

U5D5M 840LE1 44W 7000 44 159 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

U5D5M 840LE1 51W 7950 51 156 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

U5D5M 840LE2 67W 10200 67 152 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

U5D5M 840LE2 83W 12350 83 149 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%
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Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K U5D5M 1419mm 83mm 73mm 3.7kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

U5D5M 840HE0 32W 5450 32 170 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U5D5M 840HE0 37W 6250 37 169 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U5D5M 840HE0 43W 7300 43 170 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U5D5M 840HE0 49W 8300 49 169 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U5D5M 840HE0 62W 10300 62 166 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U5D5M 840HE1 75W 12200 75 163 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U5D5M 840HE1 87W 14000 87 161 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U5D5M 840HE1 99W 15800 99 160 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K U7D3M 1419mm 83mm 73mm 3.7kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

U7D3M 840LU1 47W 7600 47 162 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U7D3M 840LU1 56W 9050 56 162 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U7D3M 840LU2 75W 11800 75 157 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K U3D7M 1419mm 83mm 73mm 3.7kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

U3D7M 840HD1 37W 6200 37 168 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U3D7M 840HD1 56W 9200 56 164 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U3D7M 840HD2 75W 12000 75 160 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%
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U3D7M 840HD2 99W 15400 99 156 0…+40°C L80B50>100000h,
L90B50=92000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K U5D5M 2257mm 83mm 73mm 6.4kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

U5D5M 840LE1 51W 8250 51 162 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

U5D5M 840LE1 59W 9450 59 160 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

U5D5M 840LE1 68W 10950 68 161 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

U5D5M 840LE1 79W 12400 79 157 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

U5D5M 840LE2 102W 15900 102 156 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

U5D5M 840LE3 127W 19200 127 151 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K U5D5M 2257mm 83mm 73mm 6.4kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

U5D5M 840HE0 50W 8500 50 170 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U5D5M 840HE0 57W 9800 57 172 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U5D5M 840HE0 67W 11350 67 169 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U5D5M 840HE0 76W 12900 76 170 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U5D5M 840HE1 95W 15950 95 168 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U5D5M 840HE1 114W 18950 114 166 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U5D5M 840HE2 132W 21800 132 165 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U5D5M 840HE2 152W 24600 152 162 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%
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Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K U7D3M 2257mm 83mm 73mm 6.4kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

U7D3M 840LU1 72W 11850 72 165 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U7D3M 840LU1 86W 14100 86 164 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U7D3M 840LU1 115W 18400 115 160 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K U3D7M 2257mm 83mm 73mm 6.4kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

U3D7M 840HD1 58W 9650 58 166 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U3D7M 840HD1 86W 14250 86 166 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U3D7M 840HD1 115W 18700 115 163 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U3D7M 840HD2 152W 24000 152 158 0…+40°C L80B50>100000h,
L90B50=92000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 90 2700-6500K DM 1139mm 83mm 73mm 2.8kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

DM 9TWHO1 30W 3900 30 130 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 9TWHO2 43W 5350 43 124 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 9TWHO3 55W 6850 55 125 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 90 2700-6500K U3D7M 1139mm 83mm 73mm 3.2kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

U3D7M 9TWHDT1 29W 3800 29 131 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%
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U3D7M 9TWHDT2 43W 5500 43 128 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U3D7M 9TWHDT3 55W 7150 55 130 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 90 2700-6500K DM 1419mm 83mm 73mm 3.5kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

DM 9TWHO1 37W 4950 37 134 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 9TWHO2 52W 6750 52 130 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 9TWHO3 66W 8550 66 130 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 90 2700-6500K U3D7M 1419mm 83mm 73mm 3.9kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

U3D7M 9TWHDT1 36W 4800 36 133 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U3D7M 9TWHDT1 52W 6850 52 132 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

U3D7M 9TWHDT2 68W 8950 68 132 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 90 2700-6500K DM 2257mm 83mm 73mm 5.4kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

DM 9TWHO1 60W 7800 60 130 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 9TWHO2 82W 10750 82 131 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

DM 9TWHO3 104W 13700 104 132 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%
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Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K SU5D5M 1139mm 83mm 73mm 3.3kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

SU5D5M 840LES 42W 6150 42 146 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

SU5D5M 840LES 66W 9600 66 145 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K SU5D5M 1139mm 83mm 73mm 3.3kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

SU5D5M 840HES 74W 11750 74 159 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

SU5D5M 840HES 104W 16100 104 155 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K SU7D3M 1139mm 83mm 73mm 3.3kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

SU7D3M 840LUS 58W 8750 58 151 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

SU7D3M 840LUS 79W 11950 79 151 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K SU3D7M 1139mm 83mm 73mm 3.3kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

SU3D7M 840HDS 43W 6550 43 152 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

SU3D7M 840HDS 61W 9400 61 154 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%
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Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K SU5D5M 1419mm 83mm 73mm 4kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

SU5D5M 840LES 52W 7750 52 149 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

SU5D5M 840LES 85W 12350 85 145 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K SU5D5M 1419mm 83mm 73mm 4kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

SU5D5M 840HES 96W 15150 96 158 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

SU5D5M 840HES 134W 20700 134 154 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K SU7D3M 1419mm 83mm 73mm 4kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

SU7D3M 840LUS 72W 11300 72 157 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

SU7D3M 840LUS 101W 15350 101 152 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K SU3D7M 1419mm 83mm 73mm 4kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

SU3D7M 840HDS 53W 8450 53 159 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

SU3D7M 840HDS 77W 12100 77 157 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%
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Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K SU5D5M 2257mm 83mm 73mm 6.7kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

SU5D5M 840LES 81W 12350 81 152 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

SU5D5M 840LES 130W 19150 130 147 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K SU5D5M 2257mm 83mm 73mm 6.7kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

SU5D5M 840HES 144W 23550 144 164 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

SU5D5M 840HES 204W 32150 204 158 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K SU7D3M 2257mm 83mm 73mm 6.7kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

SU7D3M 840LUS 110W 17550 110 160 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

SU7D3M 840LUS 155W 23850 155 154 0…+40°C L80B50>100000h,
L90B50>47000h 100 000h / 10%

Luminaires CRI CCT Optics Length Width Height Weight

SNEP® PURO CRI > 80 4000K SU3D7M 2257mm 83mm 73mm 6.7kg

Nimike
Technical
name

lm** W** lm/W** Ta Taind Lifetime Failure rate

SU3D7M 840HDS 81W 13150 81 162 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

SU3D7M 840HDS 118W 18800 118 159 0…+40°C L80B50>100000h,
L90B50>100000h 100 000h / 10%

*Values are given in normal ambient temperature +25°C
Power tolerance ±5% and luminous flux tolerance ±7%
Cable length from the luminaire +0...-10%
When designing actual group sizes one need to take into account at least the following: cabling, MCB installation environment and the loading of the
MCB. Purso Oy is not responsible for the actual group sizes.
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